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ELECTRICAL DATA

Rated power 3W 5W 7W

Rated voltage 100-240V 100-240V 100-240V

Operating frequency 50-60Hz 50-60Hz 50-60Hz

Power factor >0,5 >0,5 >0,5

PHOTOMETRIC DATA

Luminous flux (lumens) 260/300 420/500 560/700

Luminous efficiency (lm/W) 87/100 84/100 80/100

Hue White

Color temperature 3000K and 6500K

Color rendering index >80 >80 >80

Beam angle 45° 45° 60°

LED SPOT

TECHNICAL INFORMATION

PRODUCT FEATURES

Low energy consumption
Compatibility with traditional models
Instant lighting (no warm-up period)
Directional lamp with adjustable angle
Mercury free
Lead free
Does not emit infrared radiation (does not heat the environment)
Does not emit UV radiation
Flicker free
High Luminous Flux
Longer lifespan and low maintenance cost
Color rendering index greater than 80



Tramontina Eletrik S.A. Rodovia BR-470/RS, Km 230 - Bairro Triângulo - CEP 95185-000 Carlos Barbosa - RS - Tel: +55 (54) 3461.8200 – tramontina.com.br

DT-071-Rev.01

TECHNICAL DRAWING

GENERAL INFORMATION

Lamp type Directional SPOT

Dimmable No

Bushing (socket) -

Rated lifespan 25.000 h

Operating temperature -10°C to 45°C

Composition Thermoplastic, aluminum, and electronic components

EQUIVALENT POWER

LED 3W 5W 7W

Incandescent 15W 25W 35W

Compact fluorescent 9W 15W 21W

SQUARE SPOT DIMENSIONS (mm)

ROUND SPOT DIMENSIONS (mm)

Model 3W 5W 7W

Width/Diameter (A) 70 90 90

Height (B) 26 24 24

Niche Dimension (ø) 60 75 75

Weight (g) 32 42 45

Model 3W 5W 7W

Width/Diameter (A) 70 90 90

Height (B) 26 24 24

Niche Dimension (ø) 60 75 75

Weight (g) 30 40 43


